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Guangquan Li, Hong Liu & Simeng Yangan: Gaussian filter to 
process tracer breakthrough curves
Breakthrough curves in hydrogeology are similar to seismo-
grams in containing a variety of undesired noises and regular 
interferences characterized with high frequency. In this paper, 
Gaussian filter for processing seismic waves is used to retain 
low-frequency trend of breakthrough curves and remove away 
high-frequency fluctuations. At first, the mathematical funda-
mental of the filter is introduced. Then the filter is applied to 
process four breakthrough curves measured in laboratory ex-
periments, in which Gaussian parameter is set to be 0.2 and 
0.5. Finally, a breakthrough curve in field test is processed with 
different Gaussian parameters. The results demonstrate how 
the parameter controls the cutting-off frequency and the filter 
is well controllable and very efficient in acquiring the primary 
trend of the curves.
Key words: Gaussian filter; convolution; breakthrough curves, 
cutting-off frequency, noises.
Izvleček UDK 556.34:004.93
Guangquan Li, Hong Liu & Simeng Yangan: Analiza sledilnih 
krivulj z Gaussovimi filtri
Sledilne krivulje (krivulja časovne odvisnosti koncen-
tracije povrnjenega sledila) v hidrogeologiji so podobno 
kot seizmogrami v geofiziki obremenjene z nezaželenimi 
visokofrekvenčnimi šumi in interferencami. V tem članku upor-
abimo Gaussov filter, primarno namenjen obdelavi seizmičnih 
podatkov, za odstanitev visokofrekvenčnih šumov iz sledilnih 
krivulj. Najprej predstavimo matematične osnove filtriranja, 
potem Gaussov filter z parametrom 0,2 in 0,5 uporabimo na 
štirih sledilnih krivuljah, dobljenih v laboratorijskih pogojih. 
Na koncu z različnimi Gaussovimi parametri obravnavamo 
sledilno krivuljo, dobljeno pri sledenju v naravi. Z rezultati 
prikažemo vpliv izbranih parametrov na mejno frekvenco ter 
prilagodljivost , učinkovitost in uporabnost filtra za izluščenje 
primarnih značilnosti sledilnih krivulj.
Ključne besede: Gaussov filter, konvolucija, sledilne krivulje, 
mejne frekvence, šum. 
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INTRODUCTION
Natural or artificial contaminants such as nitrate or 
phthalate are a persistent threat and danger to the qual-
ity of environment and the health of people. Fast turbu-
lent flow in karstic conduits can speed up transmitting 
rates and can enlarge scopes of contaminants, thus caus-
ing exceptional hazards to people who drink untreated 
groundwater. In the recent years, the National Institute 
of Environmental Health Sciences at NIH of the United 
States established a superfund to support such research 
programs in the way of multi-disciplinary. In China, 
there are increased preterm birthrate and cancer rate 
related to the heavily polluted groundwater, and more 
funds are invested on the relevant research.
Breakthrough curves sampled at springs (or other 
similar locations) are similar to seismic waves moni-
tored at seismic stations, in acquiring time-series data at 
fixed locations to investigate underground processes or 
structures. Such data are often embedded with undesired 
noises and interferences. The noises are often featured 
with very high frequency due to their random/stochastic 
feature. Non-random interferences are likely to originate 
from the heterogeneous geological structures (at small 
scales) and/or undesired instrumental responses, often 
presenting as secondary and regular fluctuations in re-
corded data.
Scientists in geoscience are typically concerned with 
major physical/chemical mechanisms or dominant pro-
cesses. Small-scale structures and minor mechanisms are 
often beyond consideration because they usually don’t 
play the crucial role in producing geological phenomena. 
A typical way to extract data reflecting the dominant pro-
cesses is effective removing away noises and interferences 
by filters (Blinchikoff & Zverev 2001).
While modeling is often forward, i.e., from mecha-
nisms to mathematical formulization to prediction of ob-
served data, filters are reverse in analyzing measured data 
to infer mechanisms. Regression invariably requires a 
mathematical formula based upon implicit assumptions. 
Therefore, regression is not applicable for the systems 
where such assumptions are not valid. In this sense, re-
gression is a trial or test of our assumptions. In contrast, 
filtering is a kind of data extraction or optimization, not 
alternative to regression. Regression analysis could be 
conducted after filtering.
The base of filters is the categorization of signal into 
two levels in the time domain: the quick change (associ-
ated to small spatial length) and the slow change (associ-
ated to large spatial length) (Nixon & Aguado 2008; Yu et 
al. 2016). In pattern recognition and feature extraction, 
low-pass filters (which only allow the passing of low fre-
quency components, but do not allow the passing of high 
frequences) such as Gaussian filter are appropriate for the 
recognition of pattern as a whole. Wavelets analysis (e.g., 
Erlebacher et al. 1996) is essentially a moving-window 
technique designed for the extraction of local features in 
time or space.
A primitive filtering technology is a simple superpo-
sition of many similar datasets, such as those measured 
in repeated laboratory experiments under controlled/
consistent conditions. However, that way often is not 
applicable to breakthrough curves because such datas-
ets acquired arduously on field are often very limited in 
quantity and vary appreciably in time and space.
Moving average filters or Savitzky-Golay filters (Sav-
itzky & Golay 1964) are often used to perform data aver-
aging, remove noises, clean up signals and discern major 
patterns. This type of filters is also called least squares 
(Hamming 1983) or digital smoothing polynomial 
(Ziegler 1981). The principle is replacing the original 
value at a point with a weighted average on those values 
at the point and its neighboring points. Those methods 
preserve the basic pattern of the curves, but often drasti-
cally reduce peak amplitude.
Gaussian filter is designed for filtering away nor-
mally distributed noises (Ross 1996) and smoothening 
measured signals. However, some interferences are not 
noises, but regular and arise from secondary mecha-
nisms or instrumental erroneous responses. Gaussian fil-
ter is capable of partially suppressing such regular inter-
ferences. The key parameter in Gaussian filter is Gauss-
ian parameter. If the parameter is infinite large, the filter 
won’t have any filtering effects. If the parameter is zero, 
the signals after the filter will vanish (becomes the av-
erage everywhere). As such, Gaussian parameter ranges 
from .
Gaussian filter has been widely used in seismology 
and in this paper, we are motivated to apply the filter 
to processing tracer breakthrough curves. The target is 
investigating how Gaussian parameter affects the filter-
ing effect by controlling the cutting-off frequency. At 
first, breakthrough curves of artificial tracer, i.e., sodium 
chloride in laboratory experiments by Li (2004) is pro-
cessed. Then a breakthrough curve of Uranine measured 
in a field test is processed to see the effect of Gaussian 
parameter.
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Fig. 1: Gaussian filter in the time domain g (t) (a) and in the fre-
quency domain G (ω) (b).
Fig. 2: Gaussian filter in the frequency domain, with different val-
ues of Gaussian parameter α. Note that α is a dilatational factor of 
dimensionless angular frequency (ω) which controls the cutting-off 
frequency.
METHODOLOGY
There are two approaches to apply Gaussian filter 
to signal processing. One is directly in the time domain 
involving convolution (Fig. 1a), while the other is in the 
frequency domain (Fig. 1b). The latter requires Fourier 
Transform to convert temporal signals to their spec-
tra before the filter, and the inverse Fourier Transform 
to convert the spectra to signals after the filter. This ap-
proach is used in this study.
The low-pass Gaussian filter has the mathematical 
expression in the frequency domain as follows (Langston 
1977, 1979).
,           
(1)
where  is dimensionless angular frequency and  is 
Gaussian parameter. Fig. 2 illustrates what Gaussian 
filter looks like and according to Equation (1), param-
eter   is a dilatational factor of  which controls the 
cutting-off frequency. For this reason, the three curves 
in Fig. 2 have similarity between each other, so that 
there is no concern with the curves with . For , 
we have  and the cutting-off frequency 
is  in this case. We shall further demonstrate the 
cutting-off frequency with a specific example at the end 
of Discussion Section.
Using the inverse Fourier Transform (Oppenheim 
& Schafer 2009), it is not difficult to get the following 
Gaussian function in the time domain from the above 
filter in the frequency domain.
.         
(2)
The difference of Gaussian filter from Savitzky-Golay fil-
ters (Savitzky & Golay 1964) mentioned in Introduction 
Section may be explored by Fig. 1a, in which the convo-
lution means the weighted average over the whole (origi-
nal) signal sequence. In contrast, a Savitzky-Golay filter 
usually means a weighted average over the neighborhood 
of the point under processing.
EXAMPLES
Tracer breakthrough curves are a prevailing way to ac-
quire flow and transport parameters and to predict fate 
of soluble contaminants. Using sodium chloride as the 
tracer, Li (2004) conducted a series of laboratory experi-
ments to simulate the interaction of solute between karst 
conduit and its surrounding matrix. As the first example, 
we use Gaussian filter to process breakthrough curves 
measured in a set of the experiments.
In the experiments (Li et al. 2008), the conduit-
matrix system was flushed/cleaned by distilled water 
(Fig. 3a). Then salty water with step-like function passed 
through the conduit, when part of it is sequestered into 
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Fig. 3: Schematic solute distribu-
tion in the porous medium, Cp(r, t), 
and the breakthrough curves at the 
conduit exit, C(L, t) in the labora-
tory experiments: (a) the conduit 
and medium are initially clean; (b) 
solute-laden flow passes through 
the conduit, and part of the solute 
is sequestered into the medium; 
(c) the conduit is quickly cleaned 
with fresh water, while solute in the 
medium remains inside; (d) the re-
maining solute is released from the 
medium, diluted and transported 
to the exit.
Fig. 4: Gaussian filtering on breakthrough curve (the volume of 
salty water into the matrix Vin at 32.1 cm3).
Fig. 5: Gaussian filtering on breakthrough curve (the volume of 
salty water into the matrix Vin at 63.2 cm3.
ACTA CARSOLOGICA 48/2 – 2019230
GAUSSIAN FILTER TO PROCESS TRACER BREAKTHROUGH CURVES
the surrounding matrix (Fig. 3b). Later the conduit is 
flushed by distilled water again to separate salty water in 
the conduit from that in the matrix (Fig. 3c). Finally, salt 
in the matrix is released back into the conduit, yielding 
breakthrough curve at the conduit exit that was mea-
sured by an electro-conductivity meter (Fig. 3d). These 
are the procedures of the experiments, and detail was 
documented carefully in Li (2004).
We use the results (i.e., four breakthrough curves) 
from a set of experiments in which conduit flow had a 
Reynolds number of 1278 (a higher number indicating a 
more turbulent and mixing flow), when a volume of salty 
water (Vin) was injected from the conduit into the sur-
rounding matrix. Later, a lateral water flux released salt 
from the matrix back into the conduit which mixed with 
distilled water from the conduit entrance. Finally the 
diluted salty water was recorded by the electro-conduc-
tivity meter at the conduit exit. The four breakthrough 
curves are plotted in Figs. 4–7. Please note that the vol-
ume of salty water (Vin) from the conduit into the matrix 
controlled the thickness of salty water into the matrix 
and thus the lasting period of the breakthrough curve. In 
the experiments, salty water from the conduit into matrix 
had a concentration of 0.260 kg/m3, corresponding to an 
electro-conductivity of 0.520 mS/cm. Accordingly, the 
breakthrough curves in term of electro-conductivity can 
be converted to those of concentration linearly because 
for such a very dilute solution, electro-conductivity is al-
most proportional to concentration.
From Equation (1), Gaussian parameter α is the 
only parameter of Gaussian filter that controls filtering. 
For each breakthrough curve, α is set to be 0.2 and 0.5 
to see the filtering effect on the curve. The filtered break-
through curves are plotted in Figs. 4–7.
The high frequency fluctuations at the peak ampli-
tude are not desirable, as they are interferences produced 
by small holes on the copper pipe in the experiments (Li 
et al. 2008). With α = 0.5, those fluctuations are effec-
tively suppressed and the filter has no effect on the long 
tailings. However, the initial arrival is artificially shifted 
forward due to the earlier arrival of the tracer. The filter 
with α = 0.5 has no such artificial effect on the curves, but 
the suppressing effect on those undesired high fluctua-
tions is not as good as the filter with α = 0.2.
Fig. 6: Gaussian filtering on breakthrough curve (the volume of 
salty water into the matrix Vin at 127 cm3.
Fig. 7: Gaussian filtering on breakthrough curve (the volume of 
salty water into the matrix Vin at 191.8 cm3.
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Concentration fluctuations in laboratory arise from 
apparatus design, measurement technique or instrumen-
tal setup, having nothing to do with the flow processes on 
the field. Moreover, field tests have time scale much lon-
ger than laboratory experiments, due to the large spatial 
scale. The former is more realistic.
As our second example, a breakthrough curve of 
Uranine measured in a karst aquifer in the United States 
is processed. Fig. 8 depicts how Gaussian parameter α 
controls the filter’s effect in acquiring the low frequen-
cy trend. Compared with the above four breakthrough 
curves measured at laboratory, the high frequency fluc-
tuations in this case are much denser and more severe. 
With α exceeding 1, the filter has only small filtering ef-
fect. With α < 0.1, the high frequency fluctuations have 
been effectively removed away and the primary trend 
becomes evident.
DISCUSSION
Gaussian filter is widely used in processing seismograms 
in which the recorded seismic waves are prone to noises 
and/or interferences induced by the complex structure 
of crust and the instrumental response of seismometers. 
Receiver functions are a frontier technology, in which 
raw seismograms are transformed to help identification 
of seismic phases (Langston 1977, 1979). It is well admit-
ted that Gaussian filter with α of 2 is capable of effectively 
filtering away undesired high-frequency components in 
receiver functions.
Fig. 8: Gaussian filtering on an Uranine breakthrough curve measured by field test. Note that the small (red) falling-down at 80 days is 
caused by singularity (the discontinuity circlely between the end of the measured signal at 164 days and the beginning of the signal at 80 
days). This is because Fourier Transform always yields signal (that is continuous circlely between its end and its beginning), but the meas-
ured data is discontinuous circlely between its end and its beginning. 
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Seismograms have both positive and negative val-
ues due to the oscillations of the pendulum inside seis-
mometer. In contrast, contaminant breakthrough curves 
can only have zero or positive values because tracer con-
centration cannot be negative. Interestingly, our results 
show that the filtered curves have no any negative values 
appearing. This physical reasonability is an advantage of 
Gaussian filter.
In our laboratory experiments, the small fluctua-
tions on the breakthrough curves arose from the hetero-
geneity of the pipe (with small holes) to simulate karst 
conduit (Li et al. 2008), because the scale of glass beads 
(diameter at 0.256 mm on average) simulating rock ma-
trix is too small to generate those fluctuations.
Whether in laboratory experiments or field tests, 
breakthrough curves often present a fast rising limb fol-
lowed by a much slower falling limb (Fig. 8). The major 
cause is a variety of retention and retarding mechanisms 
on solute transport such as vortex at conduit enlarge-
ments (Hauns et al. 2001), small-scale convection in the 
conduit subsurface and the associated two-ways exchange 
of water between conduit and matrix (Thibodeaux & 
Boyle 1987; Elliot & Brooks 1997), reversible seepage be-
tween conduit and matrix and temporarily solute staying 
in pores or fissures of the ambient rock (Martin & Dean 
2001; Screaton et al. 2004; Birk et al. 2006; Li et al. 2008; 
Li & Field 2016), or passive solute exchange between mo-
bile- and immobile-water regions like 2RNE (Toride et 
al. 1993; Field & Pinsky 2000).
Nonetheless, even a solute plume with spatial sym-
metry will also result in a (temporal) breakthrough 
curves with fast rising and slower falling at down streams; 
see the Green’s function for the standard advection-dis-
persion problem (Abramowitz & Stegun 1970; Kreft & 
Zuber 1978). The physical reason is that when the plume 
front reaches the sampling point, it has a relative sharp 
(rising) gradient. In contrast, when the plume back ar-
rives at the same point, a certain time has passed and the 
plume the moment will have a smaller spatial gradient 
due to the spreading action of hydrodynamic dispersion 
(Taylor 1954; Bear 1972).
Recognition of major patterns and discern of domi-
nant processes are always an interesting topic in science 
and even art. This paper is an endeavour of applying 
Gaussian filter to karst hydrogeology. Nevertheless, it 
helps pattern recognition, not meaning that the filtered 
curves can take place of raw data.
At last, in our program we use dimensionless 
frequency, namely,
  
, wherein f is dimensional 
frequency,
  
(dT is the sampling interval in the 
time domain), i and N are nodal numbers and the to-
tal number of nodes, respectively. According to Fig. 2, 
if  is the filtering criteria, then the cutting-off 
frequency ( ) will be as follows.
.          (3)
For example, in Fig. 6a, α = 0.2 and  Hz, so that 
the filter removes away frequencies higher than 0.8 Hz, 
according to Equation (3). Because the high frequency 
fluctuations have frequency approximately at 1 Hz, they 
have been removed away in that figure. In Fig. 6b, α = 
0.5 and  Hz, so that the filter removes away fre-
quencies higher than 2 Hz. Because the high frequency 
fluctuations have frequency approximately at 1 Hz, they 
are still present in Fig. 6b.
CONCLUSIONS
Signal processing is important because signals monitored 
by instruments are often a combination and mixture of 
innate information, noises and interferences. It is often 
necessary to remove undesired noises and regular inter-
ferences away and retain the innate information to clear-
ly reveal the dominant physical/chemical processes that 
produce phenomena.
Gaussian filter is an advanced tool toward the 
target, and its filtering effect is controlled by Gauss-
ian parameter alone. According to the upper/temporal 
equation in Fig. 1, the weighting kernel is Gaussian 
function in Equation (2). In contrast, the weight-
ing kernel of the moving-average filters is a series of 
simple constants which are not as flexible as Gaussian 
filter. More important, as demonstrated at the end of 
Discussion Section, Gaussian parameter well controls 
the cutting-off frequency. Along this line, Equation (3) 
provides an estimate of the optimal Gaussian param-
eter. From the sampling interval in the time domain 
and the frequency of high frequency fluctuations to 
be removed away, Gaussian parameter can be well as-
certained via the equation. In this regard, Gaussian fil-
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ter is well controllable and very efficient in removing 
away the high frequency fluctuations, being advanta-
geous over the average filters in which the relation-
ship between their weighting factors and frequency is 
unclear.
At last, splines method may yield negative/unrealis-
tic values of tracer concentration. In contrast, the tracer 
concentration curves after Gaussian filter keep positive 
and no any negative values appear.
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